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PACHAGING REQUIREMENTS

FD2060-03-35016/04

PR. MIPA. OR DOCUMBNT SUMBEER

3. MSTRUCTIONS YO CUNTRACTING OFFCER: bmert spprogriate tiauseist intn Sexztion 0 for
syplicaile itewis) a3 indicated beiowr.

1. PACKAGING RENUMEMENTS: Bleck 1 shal sways he canpleted and forther defined @ Rlecks 2, J, or 4. The e “laear [T refers to e fiesn susuber; e name. SIMBART, part
i, or 20y otinr way of idemilying & pwtcule iem MILSTD-2073 1 Wiicary Freservation (PRES] and Packing PACKL. Miltery gacking comists af ieves A, B, ami
Miniremn (). ASTM BI%57 cookd be substiteted by anather documen: i spacifind is Bleck 2. Quantity Per Unit Fack IGUP) and Camsmrrial Best Fractice {CBF) are sbbwsinieé. The
revrse side of this ko has the Eurmpess: Uiniss ssironowstal requisesnsats,

APBCEARS 5352 247 9005, SHEPPING CONTABER MARKING. (TEM NAMESIOR NSNAUAT

AFMCFARS 5352 2479006, MARKING @F WARRANTH] [TEMS.
IVEM NAME{s) DR RSMMAL

AFMCFARS 5352 247.9007, SPECIFICATION COMMERCIAL PACKAGING (ASTM D395 1), TEM
NAME() OR KSHMMAC

COMMERCIAL SPECINL PACKAGING
ow MIL5TD 20731 ASTI B395? cep INSTRUCTION
TEM B PRES PACX PRES PACK NUMBER

@ o AR Y ) o
1560-00-412-2955UC 1 X B
1560-00-486-4938UC 1 B 004864938 DTD 90129
1560-00-494-T737UC 1 B 00-494-7737 DTD 84325
1560-01-093-3522UC 1 X B

AFMCFARS 53522479000, CONTRACTUR COMMERCIAL PACKARING Commersia’ Sest
Fracoew TTEM AN OR KSHMNMAL

X AFMCFARS 5152 2479009, MILTARY PACKASNG AND MARKING,

TVEM NAMEL) DR NSNMMAC

2 ADOATIONAL PACKAGING AND CONTAINER MARKING REZLAREMENTS (Seecy of ravisions aad fires of rquied apechicatiams, standinds, and dets kvw ociriptians D35
CONTRACTOR SHALL MARK EXTERIOR CONTAINER WITH 2" RED LETTERING AS

AFISCFARS 57522475010, ENGIREERED OR SPECIALIZED CONTARERS (CORS). (VEM
MAMEs! A NSIMMNIAC

Y T~ Ty O

"FIRST ARTICLE"

AFMCFARS 5252.247-9011, PACKAGING AND MARKING OF HAZARDOUS MATERAL (Tou
RAMEG! OR NSIBMMAC

—

MNCFARS §352 247.8013, PACKAGING DATA (Cocad and'y Specier Pachaging rstroctice).
TTEM NAME[R] O NSNAWMAC

4. CODED DATA: Colel requiremests shiall be intapretad in accortenoe with MILSTB.2073 1.
OUANTITY waes || omes [ woar | cusn Jc | wer | o l;' sptc | WnPacxwBR URST PACK SIZE UNT PACK CUBE 2
wP o | METH [0 ) MR | MTC | oume |T | cout | cowr | | e lie| w6t (| wom [, 0P || WHOLECORE | touom
112 | | i i ; i
1560-00-412-2955UC 001‘000101100XiXNiAXEC00[BO?00004{002400"12001200002’0i000
: : : : : ;
! i !
! : : !
GREARTZAVION - PACKAGING SPECIALIST (it NamiSiwwirdl '4 . : mima :
WR-ALC/LGMTP/63892 SHEILA MOORE FOR JIMMY DEVANE F\UM ,,.,’}"ZM( ¢ 20031009
AFMC FORM 158, 20030448 /EF-¥ 1} PREVIQUS EDITION 1S ﬁsmm SEE REVERSE SIDE




THE FOLLOWING STATEMENTS ARE IN COMPLIANCE WITH THE EUROPEAN UNION /£L// REQUIREMENTS LEVIED ON THE UNITED STATES, CANADA, CHINA, AND JAPAN CONCERNING ENVIRONMENTAL INFESTATION. THESE REQUIREMENTS
ARE SPECIFICALLY CONCERNED WITH THE PINEWOOD NEMATODE. THE STATEMENTS BELOW CITE THE REQUIREMENTS IN DETAIL AND COVER LUMBER USED TO BUILD CONTAINERS, EXISTING CONTAINERS, AND PALLETS USED FOR
DELIVERIES RESULTING IN SHIPMENTS TO THE EU (DIRECT, THROUGH AIR LOGISTICS CENTERS (ALCs) OR THROUGH OTHER BASES).

LUMBER AND PACKAGING/CONTAINER STATEMENT:

“ALL WOODEN LUMBER AND WOOD CONTAINERS PRODUCED ENTIRELY OR IN PART OF NON-MANUFACTURED SOFTWGOD SPECIES SHALL BE CONSTRUCTED FROM HEAT TREATED (HT) MATERIAL (AT 70 56 DEGREES CENTIGRADE O 133
DEGREES FAHRENHEIT FOR 30 MINUTES). CERTIFICATION IS REQUIRED BY AN ACCREDITED AGENCY RECOGNIZED BY THE AMERICAN LUMBER STANDARDS COMMITTEE (ALSC). CONSTRUCTION AND CERTIFICATION SHALL BE IN
ACCORDANCE WITH NON-MANUFACTURED WOOD PACKING POLICY AND NON-MANUFACTURED WOOD PACKING ENFORCEMENT REGULATIONS, BOTH DATED MAY 30, 2001." THESE DOCUMENTS CAN BE FOUND AT www.aphis.usda.gov.

WOODEN PALLET STATEMENT:

"ALL WOODEN PALLETS PRODUCED ENTIRELY OR IN PART OF NON-MANUFACTURED SOFTWOOD SPECIES SHALL BE CONSTRUCTED FROM HEAT TREATED (HT) MATERIAL (HT 70 56 DEGREES CENTIGRADE OR 133 DEGREES FAHRENHEIT FOR
30 MINUTES). CERTIFICATION IS REQUIRED BY AN ACCREDITED AGENCY RECOGNIZED BY THE AMERICAN LUMBER STANDARDS COMMITTEE (ALSC). CONSTRUCTION AND CERTIFICATION SHALL BE IN ACCORDANCE WITH
NON-MANUFACTURED WOOD PACKING POLICY AND NON-MANUFACTURED WOOD PACKING ENFORCEMENT REGULATIONS, BOTH DATED MAY 30, 2001." THESE DOCUMENTS CAN BE FOUND AT www.aphis.usda.gov.

HARDWOOD SPECIES STATEMENT

"ALL WOODEN PALLETS PRODUCED ENTIRELY OF NON-MANUFACTURED HARDWOOD SPECIES SHALL BE IDENTIFIED BY A PERMANENT MARKING OF "NC" (NON-CONIFEROUS), 1.25 INCHES OR GREATER IN HEIGHT, ACCOMPANIED BY THE
CAGE CODE OF THE CONTRACTED MANUFACTURER AND THE MONTH AND YEAR OF THE CONTRACT. ON PALLETS, THE MARKING SHALL BE APPLIED TO THE STRINGER OR BLOCK ON OPPOSITE SIDES AND ENDS OF THE PALLET AND BE

CONTRASTING AND CLEARLY VISIBLE."

AFMC FORM 158, 20020102 (Reverse)



PACKAGING REQUIREMENTS

PR, MIPR, OR DOCUMENT NUMBER
FD2060-03-35146

3. INSTRUCTIONS TO CONTRACTING OFFICER: Insert appropriate
clause(s) into Section D for applicable item(s) as indicated below.

1. PACKAGING REQUIREMENTS: Block 1 shall always be completed and further defined in Blocks 2, 3, or 4. The term “item ID" refers to fine item number, item name, NSN/MMAC, part
number, or any other way of identifying a particular item. MIL-STD-2073-1 represents Military Preservation (PRES) and Packing (PACK). Military packing consists of levels A, B, and
Minimum (M). ASTM D3951 could be substituted by another document if specified in Block 2. Quantity Per Unit Pack (QUP) and Commercial Best Practice (CBP) are abbreviated. The
reverse side of this form has the Eurcpean Union environmental requirements.

COMMERCIAL SPECIAL PACKAGING
aup MIL-STD-2073-1 ATSM D3951 cBP INSTRUCTION
ITEM ID PRES PACK PRES PACK NUMBER
# X) AIBIM) x ) x
1560-00-485-1755UC 1 X X

X

AFMCFARS 5352.247-9005, SHIPPING CONTAINER MARKING. ITEM
NAME(s)OR NSN/MMAC MA NG

AFMCFARS 5352.247-9006, MARKING OF WARRANTED ITEMS.
ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9007, SPECIFICATION COMMERCIAL
PACKAGING (ASTM D3951). ITEM NAME(s) OR NSN/MMAC

FIRST ARTICLE

AFMCFARS 5352.247-8008, CONTRACTOR COMMERCIAL
PACKAGING (Commercial Best Practice). ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9009, MILITARY PACKAGING AND MARKING.
ITEM NAME(s) OR NSN/MMAC

2. ADDITIONAL PACKAGING AND CONTAINER MARKING REQUIREMENTS /Specify all
FIRST ARTICLE - Contractor shall mark exterior container with 2" red lettering as follows:

and dates of required specifications, standards, and data item descriptions (DIDs))

AFMCFARS 5352.247-9010, ENGINEERED OR SPECIALIZED
CONTAINERS (CDRS). ITEM NAME(s) OR NSN/MMAC

"FIRST ARTICLE"

AFMCFARS 5352.247-9011, PACKAGING AND MARKING OF
HAZARDOUS MATERIAL. ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9012, PACKAGING FOR INSPECTION AND
ACCEPTANCE AT DESTINATION. ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9013, PACKAGING DATA (Coded and/or Special
Packaging Instructions). ITEM NAME(s) OR NSN/MMAC

4. CODED DATA: Coded requirements shall be interpreted in accordance with MIL-STD-2073-1.

QUANTITY PRES | C | PRES | WRAP | cusH | c | uNiT INT g SPEC UNIT PACK WEIGHT UNIT PACK SIZE UNIT PACK CUBE S
avp Ica METH | D | MIL | MTL [ DUNN | T | GONT | CONT | ' | MKG 0| LENGTH |49 WIDTH |qp| DEPTH }.9) WHOLE CUBE 1000TH | |
ITEM ’ ' '
ORGANIZATION PACKAGING SPECIALIST (Typed Name/Signature) DATE
WR-ALC/LGMTP/63892 //SIGNED*//JIMMY DEVANE 20030131
YT~ et
AFMC FORM 158, 20020102 (EF-V71) PREVIOUS EDITION IS OBSOLETE SEE REVERSE SIDE




THE FOLLOWING STATEMENTS ARE IN COMPLIANCE WITH THE EUROPEAN UNION (£L/ REQUIREMENTS LEVIED ON THE UNITED STATES, CANADA, CHINA, AND JAPAN CONCERNING ENVIRONMENTAL INFESTATION. THESE REQUIREMENTS
ARE SPECIFICALLY CONCERNED WITH THE PINEWOOD NEMATODE. THE STATEMENTS BELOW CITE THE REQUIREMENTS IN DETAIL AND COVER LUMBER USED TO BUILD CONTAINERS, EXISTING CONTAINERS, AND PALLETS USED FOR
DELIVERIES RESULTING IN SHIPMENTS TO THE EU (DIRECT, THROUGH AIR LOGISTICS CENTERS (ALCs) OR THROUGH OTHER BASES).

LUMBER AND PACKAGING/CONTAINER STATEMENT:
"ALL WOODEN LUMBER AND WOOD CONTAINERS PRODUCED ENTIRELY OR IN PART OF NON-MANUFACTURED SOFTWOOD SPECIES SHALL BE CONSTRUCTED FROM HEAT TREATED (HT) MATERIAL (4T 70 56 DEGREES CENTIGRADE OR 133

DEGREES FAHRENHEIT FOR 30 MINUTES). CERTIFICATION IS REQUIRED BY AN ACCREDITED AGENCY RECOGNIZED BY THE AMERICAN LUMBER STANDARDS COMMITTEE (ALSC). CONSTRUCTION AND CERTIFICATION SHALL BE IN
ACCORDANCE WITH NON-MANUFACTURED WOOD PACKING POLICY AND NON-MANUFACTURED WOOD PACKING ENFGRCEMENT REGULATIONS, BOTH DATED MAY 30, 2001." THESE DOCUMENTS CAN BE FOUND AT www.aphis.usda.gov.

WOODEN PALLET STATEMENT:

"ALL WOODEN PALLETS PRODUCED ENTIRELY OR IN PART OF NON-MANUFACTURED SOFTWOOD SPECIES SHALL BE CONSTRUCTED FROM HEAT TREATED (HT) MATERIAL (HT TO 56 DEGREES CENTIGRADE OR 133 DEGREES FAHRENHEIT FOR
30 MINUTES). CERTIFICATION IS REQUIRED BY AN ACCREDITED AGENCY RECOGNIZED BY THE AMERICAN LUMBER STANDARDS COMMITTEE (ALSC). CONSTRUCTION AND CERTIFICATION SHALL BE IN ACCORDANCE WITH
NON-MANUFACTURED WOOD PACKING POLICY AND NON-MANUFACTURED WOOD PACKING ENFORCEMENT REGULATIONS, BOTH DATED MAY 30, 2001.* THESE DOCUMENTS CAN BE FOUND AT www.aphis.usda.gov.

HARDWOOD SPECIES STATEMENT

"ALL WOODEN PALLETS PRODUCED ENTIRELY OF NON-MANUFACTURED HARDWOOD SPECIES SHALL BE IDENTIFIED BY A PERMANENT MARKING OF "NC" (NON-CONIFERQUS), 1.25 INCHES OR GREATER IN HEIGHT, ACCOMPANIED BY THE
CAGE CODE OF THE CONTRACTED MANUFACTURER AND THE MONTH AND YEAR OF THE CONTRACT. ON PALLETS, THE MARKING SHALL BE APPLIED TO THE STRINGER OR BLOCK ON OPPOSITE SIDES AND ENDS OF THE PALLET AND BE
CONTRASTING AND CLEARLY VISIBLE."

AFMC FORM 158, 20020102 (Reverse)




PACKAGING REQUIREMENTS

PR, MIPR, OR DOCUMENT NUMBER
FD2060-03-35147

3. INSTRUCTIONS TO CONTRACTING OFFICER: Insert appropriate
clause(s) into Section D for applicable item(s) as indicated below.

1. PACKAGING REQUIREMENTS: Block 1 shall always be completed and further defined in Blocks 2, 3, or 4. The term “Item ID" refers to line item number, item name, NSN/MMAC, part
number, or any other way of identifying a particular item. MIL-STD-2073-1 represents Military Preservation (PRES} and Packing {PACK). Military packing consists of levels A, B, and
Minimum (M). ASTM D3951 could be substituted by another document if specified in Block 2. Quantity Per Unit Pack (QUP} and Commercial Best Practice (CBP) are abbreviated. The
reverse side of this form has the European Union environmental requirements.

COMMERCIAL SPECIAL PACKAGING
aup MIL-STD-2073-1 ATSM D3951 cBp INSTRUCTION
ITEM D PRES PACK PRES PACK NUMBER
# X} (AIBIM) X} X) X}
1560-00-485-1756UC 1 B 00-485-1756 DTD 88193

AFMCFARS 5352.247-9005, SHIPPING CONTAINER MARKING. [TEM
NAME(s)OR NSN/MMAC

AFMCFARS 5352.247-9006, MARKING OF WARRANTED ITEMS.
ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9007, SPECIFICATION COMMERCIAL
PACKAGING (ASTM D3951). ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9008, CONTRACTOR COMMERCIAL
PACKAGING (Commercial Best Practicej. ITEM NAME(s) OR NSN/MMAC

X AFMCFARS 5352.247-9009, MILITARY PACKAGING AND MARKING.
ITEM NAME(s) OR NSN/MMAC

2. ADDITIONAL PACKAGING AND CONTAINER MARKING REQUIREMENTS (Specify all revisions and dates of required specifications, standards, and data item descriptions (D/Ds))
FIRST ARTICLE - Contractor shall mark exterior container with 2" red lettering as follows:

AFMCFARS 5352.247-9010, ENGINEERED OR SPECIALIZED
CONTAINERS (CDRS). ITEM NAME(s} OR NSN/MMAC

"FIRST ARTICLE"

AFMCFARS 5352.247-9011, PACKAGING AND MARKING OF
HAZARDOUS MATERIAL. ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9012, PACKAGING FOR INSPECTION AND
ACCEPTANCE AT DESTINATION. ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9013, PACKAGING DATA (Coded and/or Special
Packaging Instructions). 1TEM NAME(s) OR NSN/MMAC

4. CODED DATA: Coded requirements shall be interpreted in accordance with MIL-STD-2073-1.

QUANTITY PRES | C | PRES | WRAP | CUSH [ ¢ | uNIT INT g SPEC UNIT PACK WEIGHT UNIT PACK SIZE UNIT PACK CUBE g
oup ica METH | D | MTL | MTL | DUNN | T | CONT | CONT | ' MKG 10| LENBTH |19{ WIDTH || DEPTH |,5| WHOLE CUBE 1000TH | |
ITEM '
ORGANIZATION PACKAGING SPECIALIST (Typed Name/Signature] DATE
WR-ALC/LGMTP/63892 //SIGNED*//SHEILA MOORE 20030207
Tt T——— e e e
AFMC FORM 158, 20020102 (EF-V1) PREVIOUS EDITION IS OBSOLETE SEE REVERSE SIDE




THE FOLLOWING STATEMENTS ARE IN COMPLIANCE WITH THE EUROPEAN UNION /£4/ REQUIREMENTS LEVIED ON THE UNITED STATES, CANADA, CHINA, AND JAPAN CONCERNING ENVIRONMENTAL INFESTATION. THESE REQUIREMENTS
ARE SPECIFICALLY CONCERNED WITH THE PINEWOOD NEMATODE. THE STATEMENTS BELOW CITE THE REQUIREMENTS IN DETAIL AND COVER LUMBER USED TO BUILD CONTAINERS, EXISTING CONTAINERS, AND PALLETS USED FOR
DELIVERIES RESULTING IN SHIPMENTS TO THE EU (D/RECT, THROUGH AIR LOGISTICS CENTERS (ALCs) OR THROUGH OTHER BASES).

LUMBER AND PACKAGING/CONTAINER STATEMENT:
"ALL WOODEN LUMBER AND WO0OD CONTAINERS PRODUCED ENTIRELY OR IN PART OF NON-MANUFACTURED SOFTWOOD SPECIES SHALL BE CONSTRUCTED FROM HEAT TREATED (HT) MATERIAL (HT T0 56 DEGREES CENTIGRADE OR 133

DEGREES FAHRENHEIT FOR 30 MINUTES). CERTIFICATION IS REQUIRED BY AN ACCREDITED AGENCY RECOGNIZED BY THE AMERICAN LUMBER STANDARDS COMMITTEE (ALSC). CONSTRUCTION AND CERTIFICATION SHALL BE IN
ACCORDANCE WITH NON-MANUFACTURED WOOD PACKING POLICY AND NON-MANUFACTURED WOGD PACKING ENFORCEMENT REGULATIONS, BOTH DATED MAY 30, 2001." THESE DOCUMENTS CAN BE FOUND AT www.aphis.usda.gov.

WOODEN PALLET STATEMENT:

"ALL WOCGDEN PALLETS PRODUCED ENTIRELY OR IN PART OF NON-MANUFACTURED SOFTWOOD SPECIES SHALL BE CONSTRUCTED FROM HEAT TREATED (HT) MATERIAL (HT T0 56 DEGREES CENTIGRADE OR 133 DEGREES FAHRENHEIT FOR
30 MINUTES). CERTIFICATION IS REQUIRED BY AN ACCREDITED AGENCY RECOGNIZED BY THE AMERICAN LUMBER STANDARDS COMMITTEE (ALSC). CONSTRUCTION AND CERTIFICATION SHALL BE IN ACCORDANCE WITH
NON-MANUFACTURED WOOD PACKING POLICY AND NON-MANUFACTURED WOOD PACKING ENFORCEMENT REGULATIONS, BOTH DATED MAY 30, 2001." THESE DOCUMENTS CAN BE FOUND AT www.aphis.usda.gov.

HARDWOOD SPECIES STATEMENT

"ALL WOODEN PALLETS PRODUCED ENTIRELY OF NON-MANUFACTURED HARDWOOD SPECIES SHALL BE IDENTIFIED BY A PERMANENT MARKING OF "NC" (NON-CONIFEROUS]), 1.25 INCHES OR GREATER IN HEIGHT, ACCOMPANIED BY THE
CAGE CODE OF THE CONTRACTED MANUFACTURER AND THE MONTH AND YEAR OF THE CONTRACT. ON PALLETS, THE MARKING SHALL BE APPLIED TO THE STRINGER OR BLOCK ON OPPOSITE SIDES AND ENDS OF THE PALLET AND BE
CONTRASTING AND CLEARLY VISIBLE."

AFMC FORM 158, 20020102 (Reverse)




